
C4-16X Code Table (Standard Options)

- - -

OPTIONS

OPTIONS OPTIONS

-

C4 - 16 -

Example     : C4 - 16 2 M - 0 1 0 0 2 - 0 0 0

C (Planetary 46:1)

D (Planetary 93:1)

Differential Opt. Enc.

N (Optical Enc., 512 ppr)

Single Ended Opt. Enc.
1 IMB14 (BF36)     
PCD=36.0, M4x7 (4)   

* Other Tach windings or 

Encoder pulse counts 

available

V (Optical Enc., 2048 ppr)

A    (Ø 12h7 x 25   
& key)          

ONLY AVAILABLE 
ON GEAR

1   OPTION  
(Ø8g6x25 plain)

0  STANDARD 
(Ø6g6x20 plain)

2 (Tacho, 3V/krpm)

FlexMount Enc., Differential

O (Optical Enc., 900 ppr)

with index   (Hollow -Shaft)

T (Optical Enc., 1024 ppr)

Family

C4

Model

16
0 (None)

2

A - Z

Winding

A (Planetary 7:1)

A - Z

Gear / Flange

Non Gear

0   STANDARD 
IMB14,PCD=42.5

B (Planetary 29:1)

Length

1 Gear Motor Non Gear

Shaft

Gear Motor

Special 

Options

000 (Standard)

FeedbackBrake

0 (M6 Cable             
Gland)

Connection

0  STANDARD (none)

1 (Tacho, 7V/krpm)

C (Optical Enc., 512 ppr)

D (Optical Enc., 900 ppr)

F (Optical Enc., 1024 ppr)

Q (Optical Enc., 1024 ppr)


